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RUNWAY REPAI RS 05999205

SECTI ON 01140

WORK RESTRI CTI ONS
09/ 96

PART 1  GENERAL
1.1 CONTRACTOR USE OF PREM SES
1.1.1 Speci al Schedul i ng Requi rements

The runway will be closed to air traffic for seven days, begi nning on or
about March 1, 2000 and reopen seven days thereafter. The Contractor mnust
conplete all indicated and specified work during this period. The
Contractor may begin indicated work on the shoul ders in the parking apron
and the arm de-arm areas prior to the closure of the runway. If work is
begun in these areas prior to runway closure, provide traffic control
barriers as specified in Section 02220, "Site Denolition." Proceed at the
earliest possible and realistic date.

1.1.1.1 Airfield Qperation
During the runway cl osure period the parallel taxiway may be in use.
1.1.1.2 Mat eri al s and Equi prent

Prior to the runway closing, the Contractor shall assenble materials and
equi prent. The bitum nous asphalt m x design nust be approved prior to
February 14, 2000. A test strip for denonstrating the effectiveness of
asphalt lay down operations shall be perforned prior to runway cl osure.
The Contractor may utilize the shoulders in the "Arnf De- Arm Pad" area for
the test strip.

1.2 Al RFI ELD WORK RESTRI CTI ONS AND REQUI REMENTS

1.2.1 Emer gency Lighting and Signals on Airfield Construction and
El i mi nation of Hazards

The requirenent for emergency lighting shall apply to all operations prior
to the conmencenent of the closure period. Prior to the beginning of the
cl osure period, provide and maintain lighting atop all ground equi pnent,
nmobile or stationary, within the |anding areas of the airdronme, exceeding 4
nmeters in height. During closure period, emergency lighting is not
required.

1.2.2 Mar ki ng of Equi prment

For operations before the beginning of the closure period, all equi pnent
and materials in the landing area shall be narked with yellow flags by day
and red light by night, except where contact light outline the runway, no
red lights shall be placed on obstructions outside the contact |ight area,
and except that nobile equi pnent shall not remain in the | anding area at

ni ght .

1.2.3 ostruction of Landi ng Areas

Prior to the beginning of the closure period, nothing shall be placed upon
a landing area wi thout authority of the Oficer in Charge. Neither
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SECTI ON 02220

SI TE DEMOLI TI ON
12/ 95

PART 1 GENERAL
1.1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by the
basi c designation only.

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE ( ANSI )
ANSI A10. 6 (1990) Denolition Operations
1.2  CGENERAL REQUI REMENTS

Do not begin denolition until authorization is received fromthe
Contracting O ficer. Renove rubbish and debris fromthe station daily ; do
not allow accurul ations on airfield pavenments. Store materials that cannot
be renpved daily in areas specified by the Contracting Oficer

1.3 SUBM TTALS

Submit the following in accordance with Section 01330, "Subnitta
Procedures.”

1.3.1 SD- 08, Statenents
a. Dermolition plan G

Submit proposed demplition and renoval procedures to the Contracting
Oficer for approval before work is started.

1.3.1.1 Requi red Dat a

Denolition plan shall include procedures for coordination with other work
in progress, a detailed description of nethods and equi pment to be used for
each operation and of the sequence of operations.

1.4 REGULATORY AND SAFETY REQUI REMENTS

Conply with local hauling and disposal regulations. |In addition to the
requi renents of the "Contract C auses," safety requirenents shall conform
wi th ANSI A10. 6.

1.5 DUST AND DEBRI S CONTROL

Prevent the spread of dust and debris on airfield pavenents and avoid the
creation of a nuisance or hazard in the surrounding area. Do not use water
if it results in hazardous or objectionable conditions such as, but not
l[imted to, ice, flooding, or pollution. Vacum, wet power broom or wet
sweep pavenents as often as necessary to control the spread of debris that
may result in foreign object danage potential to aircraft.

1.6 PROTECTI ON
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1.6.1 Traffic Control Signs

Provi de bucket red flashing light barriers, or saw horse type barriers with
sand bags and red flashing |ights, as directed by the Contracting Oficer
whenever wor ki ng around runways in operation. Refer to the closure
information in Section 01140, "Wrk Restrictions."”

1.6.2 Exi sting Wrk

Protect existing work which is to remain in place, be reused, or remain the
property of the Government. Repair itens which are to remain and which are
damaged during performance of the work to their original condition, or
replace with new. Do not overload pavenents to remain. Provide new
supports and rei nforcenent for existing construction weakened by denolition
or removal work. Repairs, reinforcenment, or structural replacenment shal
have Contracting O ficer approval.

1.7 BURNI NG
Burning will not be permtted.

1.8 FORElI GN OBJECT DAMAGE ( FOD)
Aircraft and aircraft engines are subject to FOD from debris and waste
material lying on airfield pavenents. Renove all such materials that may
appear on operational aircraft pavenents due to the Contractor's operations.

PART 2 PRODUCTS
Not used.

PART 3 EXECUTI ON

3.1 EXI STI NG FACI LI TI ES TO BE REMOVED

3.1.1 Uilities and Rel ated Equi prent
Renove existing utilities, uncovered by work and ternminate in a manner
conforming to the nationally recognized code covering the specific utility
and approved by the Contracting Officer. |If utility lines are encountered
that are not shown on draw ngs, contact the Contracting O ficer for further
i nstructions.

3.1.2 Bi t um nous Concrete Pavenent Renoval

M1l (cold plane) asphaltic concrete in accordance with Section 02961
"Cold-MI11ling of Bitum nous Paverent".

3.2 DI SPCSI TI ON OF MATERI AL
3.2.1 Title to Material s

Except where specified in other sections, all materials and equi pnent
renoved, and not reused, shall become the property of the Contractor and
shal | be renoved from Government property. Title to materials resulting
fromdenolition, and materials and equi pnent to be renoved, is vested in

t he Contractor upon approval by the Contracting O ficer of the Contractor's
denolition and renoval procedures, and authorization by the Contracting
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Oficer to begin demolition. The Government will not be responsible for
the condition or | oss of, or damage to, such property after notice to
proceed. Materials and equi prent shall not be viewed by prospective
purchasers or sold on the site.

3.3 CLEANUP

3.3.1 Debris and Rubbi sh
Renove and transport debris and rubbish fromthe station and in a manner
that will prevent spillage on pavenments, streets or adjacent areas. Cean

up spillage frompavenents, streets and adjacent areas to prevent FOD
potenti al .

-- End of Section --

SECTI ON 02220 Page 3
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SECTI ON 02742

HOT M X Bl TUM NOUS PAVEMENT
09/ 97

PART 1  GENERAL

1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by the
basi c designation only.

ASPHALT | NSTI TUTE (Al')

Al M5-2 (1993) M x Design Methods for Asphalt
Concrete and Ot her Hot-M x Types

AVERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM C 29/ C 29M (1991; Rev. A) Unit Weight and Voids in
Aggr egat e

ASTM C 88 (1990) Soundness of Aggregates by Use of
Sodi um Sul fate or Magnesi um Sul f at e

ASTM C 117 (1995) Materials Finer than 75-M croneter
(No. 200) Sieve in Mneral Aggregates by
Washi ng

ASTM C 127 (1988; R 1993) Specific Gavity and

Absor ption of Coarse Aggregate

ASTM C 128 (1993) Specific Gavity and Absorption of
Fi ne Aggregate

ASTM C 131 (1996) Resistance to Degradation of
Smal | - Si ze Coarse Aggregate by Abrasion
and Inmpact in the Los Angel es Machi ne

ASTM C 136 (1995; Rev. A) Sieve Analysis of Fine and
Coar se Aggregates
ASTM C 188 (1989; R 1995) Density of Hydraulic Cenent
ASTM D 70 (1982; R 1990) Specific Gravity of
Semi - Solid Bitum nous Materials
ASTM D 75 (1987; R 1992) Sanmpling Aggregates
ASTM D 242 (1985; R 1990) Mneral Filler for

Bi t um nous Pavi ng M xt ures

ASTM D 546 (1994) Sieve Analysis of Mneral Filler
for Road and Paving Materials

ASTM D 692 (1994; Rev. A) Coarse Aggregate for
Bi t um nous Pavi ng M xt ures
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ASTM D 854 (1992) Specific Gavity of Soils

ASTM D 946 (1982; R 1993) Penetration-G aded Asphalt
Cenent for Use in Pavenent Construction

ASTM D 979 (1989) Sanpling Bitum nous Paving M xtures

ASTM D 1073 (1994) Fine Aggregate for Bitum nous

Pavi ng M xtures

ASTM D 1075 (1994) Effect of Water on Cohesion of
Conpact ed Bitum nous M xtures

ASTM D 1188 (1989) Bulk Specific Gavity and Density
of Compacted Bitum nous M xtures Using
Par af f i n- Coat ed Speci nens

ASTM D 1559 (1989) Resistance to Plastic Flow of
Bi tum nous M xtures Using Marshall
Appar at us

ASTM D 2041 (1994) Theoretical Maxi num Specific
Gravity and Density of Bitum nous Paving
M xtures

ASTM D 2172 (1993) Quantitative Extraction of Bitunmen

from Bitum nous Paving M xtures

ASTM D 2726 (1993; Rev. A) Bulk Specific Gravity of
Conpacted Bitum nous M xtures Using
Sat urated Surface-Dry Specinens

ASTM D 3381 (1992) Viscosity-Gaded Asphalt Cenent for
Use in Pavenent Construction

ASTM D 3665 (1994) Random Sanpling of Construction
Material s

ASTM D 4867M (1996) Effect of Mbdisture on Asphalt

Concrete Paving M xtures
1.2 SUBM TTALS

Submit the following in accordance with Section entitled "Submttal
Procedures.”

1.2.1 SD- 05, Design Data
a. Job-mx fornula G

Submit a job-mx fornula. The asphalt mx shall be conposed of a mxture
of well-graded aggregate, mineral filler if required, and asphalt material.
The aggregate fractions shall be sized, handled in separate size groups,
and combi ned in such proportions that the resulting mxture nmeets the
grading requirenents of the job mx forrmula (JMF). The m x nust be
approved prior by placenent. |If the Tensile Strength Ratio (TSR) of the
conposite mxture, as determ ned by ASTM D 4867Mis |less than 75, the
aggregate shall be rejected or the asphalt mxture treated with an approved
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anti-stripping agent. The anpunt of anti-stripping agent added shall be
sufficient to produce a TSR of not less than 75. If ant-stripping agent is
required, it shall be provided by the Contractor at no additional cost to
the Government. Design m x using procedures contained in Chapter 111,

Mar shal | Method of M x Design, of Al Ms-2. Formulas shall indicate

physi cal properties of the mixes as shown by tests made by a commerci a

| aborat ory approved by the Contracting Oficer, using materials identica

to those to be provided on this project. Submt forrmulas with materi al
sanmples. Job-mix formula for each m xture shall be in effect until nodified
inwiting by the Contractor and approved by the Contracting O ficer
Provide a new job-nix formula for each source change.

1.2.1.1 Requi red Dat a
Job-m x formula shall show the follow ng:

a. Source and proportions, percent by weight, of each ingredient of
the m xture;

b. Correct gradation, the percentages passing each size sieve listed
in the specifications for the mxture to be used, for the
aggregate and mneral filler fromeach separate source and from
each different size to be used in the mxture and for the
conposite m xture;

c. Amount of material passing the 75 microneters sieve determ ned by
dry sieving;

d. Number of blows of hanmer conpaction per side of nolded specinen;
e. Tenperature viscosity relationship of the asphalt cenent;

f. Stability, flow, percent voids in nmineral aggregate, percent air
voi ds, unit weight;

g. Asphalt absorption by the aggregate;

h. Effective asphalt content as percent by weight of total mx

i. Tenperature of the m xture i mediately upon conpl etion of m xing;
j. Asphalt viscosity grade.

k. Tensile strength ratio (TSR); if required Antistrip agent and
anmount .

. List of asphalt nodifiers and anount.
1.2.1.2 Charts

Pl ot and submit, on a grain size chart, the specified aggregate gradation
band, the job-m x gradation and the job-m x tol erance band.

1.2.1.3 Sel ection of Optinum Asphalt Content

Base sel ection on percent of total mix and the average of values at the
foll owi ng points on the curves for each m x

a. Stability: Peak
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1

b. Unit Weight: Peak
c. Percent Air Voids: Median
2.2 SD- 10, Test Reports
a. Specific gravity test of asphalt G
b. Coarse aggregate tests G
c. Weight of slag test G
d. Percent of crushed pieces in gravel G
e. Fine aggregate tests G
f. Specific gravity of mneral filler G

g. Bituminous nmixture tests G

. 2.3 SD-12, Field Test Reports

a. Aggregates tests G
b. Bitum nous mx tests G

C. Pavement courses G

.3 QUALI TY ASSURANCE

. 3.1 Saf ety Requirenents

Provi de adequate and safe stairways with handrails to the m xer platform
and safe and protected | adders or other neans for accessibility to plant
operations. (Quard equi pment and exposed steam or other high tenperature
lines or cover with a suitable type of insulation

.4 DELI VERY, STORAGE, AND HANDLI NG

I nspect materials delivered to the site for damage and store with a m ni mum
of handling. Store aggregates in such a nmanner as to prevent segregation
contam nation, or interm xing of the different aggregate sizes.

.5 ENVI RONVENTAL CONDI TI ONS

Pl ace bitum nous mxture only during dry weather and on dry surfaces. Place
courses only when the surface tenperature of the underlying course is
greater than 10 degrees C.

.6 CONSTRUCTI ON EQUI PMENT

Cal i brated equi pment, such as spreaders and simlar equi pnent, shall have
been recalibrated by a calibration |aboratory approved by the Contracting
Oficer within 12 nmonths of conmmenci ng wor k.

.6.1 Bat ch Pl ant

Shall not be permitted on the base.
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1.6.2 Pavi ng Equi prent
1.6.2.1 Spr eadi ng Equi pnent

Self-propelled electronically controlled type, unless other equipnment is
aut horized by the Contracting Oficer. Equip spreading equiprment of the
self-propelled electronically controlled type with hoppers, tanping or

vi brating devices, distributing screws, electronically adjustable screeds,
and equal i zi ng devices. Capable of spreading hot bitum nous m xtures

wi t hout tearing, shoving, or gouging and to produce a finished surface of
speci fied grade and snmoot hness. Qperate spreaders, when laying mxture, at
vari abl e speeds between 25 and 230 mm per second. Design spreader with a
qui ck and efficient steering device; a forward and reverse traveling speed;
and automatic devices to adjust to grade and confine the edges of the
mxture to true lines. The use of a spreader that |eaves indented areas or
ot her objectionable irregularities in the fresh laid m x during operations
i s prohibited.

1.6.2.2 Rol I'i ng Equi pnment

Sel f-propell ed pneumatic-tired rollers suppl emented by three-wheel and
tandem type steel wheel rollers. The nunber, type and weight of rollers
shall be sufficient to conpact the nmixture to the required density w thout
detrimentally affecting the conpacted nmaterial. Rollers shall be suitable
for rolling hot-m x bitum nous pavenents and capabl e of reversing w thout
backl ash. Pneumatic-tired rollers shall be capable of being operated both
forward and backward without turning on the mat, and wi thout |oosening the
surface being rolled. Equip rollers with suitable devices and apparatus to
keep the rolling surfaces wet and prevent adherence of bitum nous m xture.
Vi bratory rollers especially designed for bitum nous concrete conpaction
may be used provided rollers do not inmpair stability of pavenent structure
and underlying layers. Repair depressions in paverment surfaces resulting
fromuse of vibratory rollers. Rollers shall be self-propelled, single or
dual vibrating drums, and steel drive wheels, as applicable; equipped with
vari abl e anplitude and separate controls for energy and propul sion

1.6.2.3 Hand Tanpers

M ni mum wei ght of 11 kg with a tanping face of not nore than 0.032 square
neter.

1.6.2.4 Mechani cal Hand Tanpers

Conmer ci al type, operated by pneumatic pressure or by internal conbustion
PART 2  PRODUCTS
2.1  AGGREGATES

Grade and proportion aggregates and filler so that conbi ned m neral
aggregate conforms to specified grading.

2.1.1 Coar se Aggregates
ASTM D 692, except as nodified herein. At |least 75 percent by wei ght of
aggregate retained on the 4.75 mm sieve shall have two or nore fractured

faces. Percentage of wear, Los Angeles test, except for slag, shall not
exceed 40 in accordance with ASTM C 131. Wi ght of slag shall not be Iess
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than 1120 kg per cubic nmeter. Soundness test is required in accordance
with ASTM C 88; after 5 cycles, loss shall not be nore than 12 percent when
tested with sodium sul fate or 18 percent when tested w th nagnesi um sul f ate.

2.1.2 Fi ne Aggregate

ASTM D 1073, except as nodified herein. Fine aggregate shall be produced
by crushing stone, slag or gravel that neets requirenents for wear and
soundness specified for coarse aggregate. \Were necessary to obtain the
gradation of aggregate blend or workability, natural sand may be used.
Quantity of natural sand to be added shall be approved by the Contracting
O ficer and shall not exceed 20 percent of weight of coarse and fine
aggregate and material passing the 75 microneterssieve.

2.1.3 M neral Filler

Nonpl astic material neeting the requirenents of ASTM D 242.
2.2  ASPHALT CEMENT

ASTM D 3381, viscosity Grade AC-30, or ASTM D 946 penetration grade 60-70
2.3  GRADATI ON OF AGGREGATES

ASTM C 136. Aggregate shall have a gradation within the limts designated
in Table | and shall not vary fromthe lowlimt on one sieve to the high
[imt on the adjacent sieve or vice versa, but grade uniformy from coarse
to fine. Table I is based on aggregates of uniformspecific gravity and

t he percentages passing the various sieves are subject to appropriate
correction when aggregates of varying specific gravities are provided.
VWhen materials of different specific gravities are provided, make

sati sfactory arrangenments for separate stock piles, controlled

di stribution, and other operations necessary to maintain the specific
gravity of the mixture constant and uniform The final lift of the overlay
surface shall conformto the wearing course as specified herein

TABLE |

GRADATI ON OF AGGREGATES

TOTAL PERCENT PASSI NG (BY WEI GHT)

Sur f aci ng Cour se

S| EVE

S| ZE
19 mm 100
12.5 mMm 79-99
9.5 mm 68- 88
4.75 mm 48- 68
2.36 TM™m 33-53
1.18 mMnm 20-40
600 m croneters 14- 30
300 m croneters 9-21
150 mcroneters 6- 16
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TABLE |

GRADATI ON OF AGGREGATES

TOTAL PERCENT PASSI NG (BY WEI GHT)

Sur f aci ng Cour se

75 micrometers 3-6
2.4 Quantity of Bitum nous Materi al
M x asphalt cenment with aggregates of corresponding nixes in the follow ng
proportions:

ASPHALT CEMENT PERCENT BY WEI GHT OF TOTAL M X

Sur f aci ng Cour se

5.0-7.5
2.5 COVPOSI TI ON OF M XTURE

Gradation of mneral aggregate shall be as specified herein. The

percent age of bitum nous material provided in the bitum nous m xtures shall
be within the limts specified. Mxtures shall have the follow ng physical
properties:

Test Property Val ues

Nurber of bl ows 75

Stability, Not | ess than 9556 Newt ons
Flow, (.25 nm 10-14

Percent Air Voids Not [ ess than 3 nor nore than 5
Percent Voids in 13 (mnimum) **

M neral Aggregates
TSR, percent 75 (m ni mum

** Cal culate VMA in accordance with Al Ms-2, based on ASTM D 2726 bul k
specific gravity for the aggregate.

2.5.1 I ndex of Retained Strength

ASTM D 1075, 75 or greater.
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2.

5.2 Recycl ed Asphalt WMateri al

The bitum nous concrete m x may shall not contain any reclaimed asphalt
paverent (RAP).

.6 VARI ATI ONS FROM FORMULA

Variations fromthe approved job-m x fornula shall not exceed the
following, and in no case shall the job-mx formula, with tol erances
applied, fall outside the general limts for aggregate gradati on and
bi tum nous material specified herein:

Aggr egat e Tol erance (Plus or M nus)

12.5 nm and | ar ger 8 percent

9.5 and 4.75 mm 7 percent
2.36 and 1.18 mm 6 percent
600 and 300 m croneters 5 percent
150 microneters 4 percent

75 micrometers 3 percent
Asphal t Cement 0. 3 percent
Tenmperature of M xture as discharged 11 degrees C

.7 SOURCE QUALI TY CONTROL

Use materials for testing that are identical to materials to be provided in
this project. Enploy a commercial |aboratory approved by the Contracting
Oficer to performtesting.

7.1 Test s

Performtesting in accordance with the foll ow ng:
a. Specific Gravity Test of Asphalt: ASTM D 70
b. Coarse Aggregate Tests:
(1) Bulk Specific Gravity: ASTMC 127
(2) Abrasion Loss: ASTM C 131
(3) Soundness Loss: ASTM C 88
c. Weight of Slag Test: ASTM C 29/C 29M

d. Percent of Crushed Pieces in Gravel: Count by observation and
wei ght

e. Fine Aggregate Tests:
(1) Bulk Specific Gravity: ASTMC 128
(2) Soundness Loss: ASTM C 88

f. Specific Gravity of Mneral Filler: ASTMC 188 or ASTM D 854
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g. Bitum nous Mxture Tests:
(1) Bulk Specific Gravity: ASTM D 1188 or ASTM D 2726
(2) Theoretical Maxi mum Specific Gavity: ASTM D 2041
(3) Index of Retained Strength: ASTM D 1075
2.7.2 Speci nens

ASTM D 1559 for the making and testing of bitum nous specinmens with the
foll ow ng exceptions:

a. Conpaction: Apply 75 blows of the hanmer to each flat face of the
speci mens.

b. Curves: Plot curves for the wearing course to show the effect on
the test properties of at |least four different percentages of
asphalt on the unit weight, stability, flow, air voids, and voids
in mneral aggregate; each point on the curves shall represent the
average of at |east four specinens.

c. Cooling of Specinen: After conpaction is conpleted, allowthe
specimen to cool in air to the same tenperature approximtely as
that of the water, 25 degrees C, to be used in the specific
gravity determ nation.

PART 3 EXECUTI ON
3.1 TEST SECTI ON

Prior to milling of the existing bitum nous surface coarse, the Contractor
shal | prepare and place a quantity of bitum nous m xture according to the
job mx formula. The parking apron shoul der may be used as a test section
The equi pnent used in construction of the test section shall be the sane
type and wei ght to be used on the remai nder of the course represented by
the test section. Three random sanples shall be taken at the plant and
tested for stability, flow, and air voids. Two random sanpl es of m xture
shall be taken at the plant and tested for aggregate gradati on and asphalt
content. Three randomy sel ected cores shall be taken fromthe finished
paverent mat, and three fromthe |ongitudinal joint. Random sanpling shal
be in accordance with procedures contained in ASTM D 3665.

Voids in the mneral aggregate (VMA), for each plant sanple, shall be
conputed in accordance with procedures contained in Chapter 111, MARSHALL
METHOD OF M X DESI G\, of the Asphalt Institute's Manual Series No. 2
(Ms5-2), Mx Design Methods for Asphalt Concrete.

The test section shall be considered acceptable if;

1) Stability, flow, mat density, air voids, and joint density are 90
percent or more within limts,

2) Gadation and asphalt content are within the action limts

3) The voids in the nmineral aggregate neets specified requirenents.

If the initial test section should prove to be unacceptable, the necessary
adjustments to the job mx fornula, plant operation, placing procedures,
and/or rolling procedures shall be made. A second test section shall then
be placed. If the second test section also does not neet specification
requi renents, both sections shall be renpved at the Contractor's expense.
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Addi ti onal test sections, as required, shall be constructed and eval uated
for conformance to the specifications. Any additional sections that are not
acceptabl e shall be renoved at the Contractor's expense. Full production
shall not begin until an acceptabl e section has been constructed and
accepted by the Contracting O ficer.

The Contractor shall performJob mx control testing at the start of plant
production and in conjunction with the calibration of the plant for the job
mx formula. It should be recogni zed that the aggregates produced by the

pl ant may not satisfy the gradation requirements or produce a nix that
exactly nmeets the JMF. In those instances, it will be necessary to

reeval uate and redesign the m x using plant-produced aggregates. Specinens
shoul d be prepared and the optimum bi tumen content deternined in the sane
manner as for the original design tests.

3.2  PREPARATI ON
3.2.1 M xi ng

Produce bitum nous mixture in a plant as specified herein
3.2.2 Preparati on of M neral Aggregates

Store different size aggregate in separate stockpiles so that different
sizes will not mx. Stockpile different-sized aggregates in uniformlayers
by use of a clamshell or other approved nethod so as to prevent
segregation. The use of bulldozers in stockpiling of aggregate or in
feedi ng aggregate to the dryer is prohibited. Feed aggregates into the
cold el evator by neans of separate nechanical feeders so that aggregates
are graded within requirenents of the job-mx fornulas and tol erances
specified. Regulate rates of feed of the aggregates so that noisture
content and tenperature of aggregates are within tol erances specified
herein. Dry and heat aggregates to the tenperature necessary to achieve
the m xture deternmined by the job mix formula within the job tol erance
specified. Provide adequate dry storage for mneral filler.

3.2.3 Transportation of Bitum nous M xtures

Transport bitum nous material fromthe mixing plant to the paving site in
trucks having tight, clean, snooth beds that have been coated with a

m ni mum amount of concentrated solution of hydrated |ine and water or other
approved coating to prevent adhesion of the mxture to the truck. Petrol eum
products will not be permitted for coating truck. |[If air tenperature is

| ess than 16 degrees C or if haul tine is greater than 30 m nutes, cover
each |l oad with canvas or other approved material of anple size to protect
the m xture fromthe |loss of heat. Make deliveries so that the spreading
and rolling of all the m xture prepared for one day's run can be conpl eted
during daylight, unless adequate approved artificial lighting is provided.
Deliver mxture to area to be paved so that the tenmperature at the time of
dunping into the spreader is within the range specified herein. Reject

| oads that are bel ow m ni mumtenperature, that have crusts of cold

unwor kabl e material, or that have been wet excessively by rain. Hauling
over freshly laid material is prohibited.

3.2. 4 Preparati on of M neral Aggregates
Store different size aggregate in separate stockpiles so that different

sizes will not mx. Stockpile different-sized aggregates in uniformlayers
by use of a clamshell or other approved nethod so as to prevent
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segregation. The use of bulldozers in stockpiling of aggregate or in
feedi ng aggregate to the dryer is prohibited. Feed aggregates into the
cold el evator by neans of separate nechanical feeders so that aggregates
are graded within requirenents of the job-m x fornulas and tol erances
specified. Regulate rates of feed of the aggregates so that noisture
content and tenperature of aggregates are within tol erances specified
herein. Dry and heat aggregates to the tenperature necessary to achieve
the m xture deternmined by the job mix formula within the job tol erance
specified. Provide adequate dry storage for mneral filler.

3.2.5 Surface Preparation of Underlying Course

Prior to the laying of the asphalt concrete, clean underlying course of
foreign or objectionable matter with power bl owers or power broons,

suppl enent ed by hand broonms and ot her cl eaning methods where necessary.
During the placement of multiple lifts of bitum nous concrete, each
succeeding lift of bitum nous concrete shall have its underlying lift

cl eaned and provided with a bitum nous tack coat if the time period between
t he placenent of each [ift of bitum nous concrete exceeds 14 days, or the
under | yi ng bitum nous concrete has becone dirty.

3.2.6 Sprayi ng of Contact Surfaces

Spray contact surfaces of previously constructed paverment with a thin coat
of bitum nous materials to act as an anti-stripping agent, conformng to
Section 02744, "Bitum nous Tack Coat." Paint contact surfaces of
structures with a thin coat of enul sion or other approved bitum nous
material prior to placing the bitum nous m xture. Tack coat the previously
pl aced prined coats on base courses when surface has becone excessively
dirty and cannot be cl eaned or when prinmed surface has cured to the extent
that it has lost all bonding effect.

3.3 PLACENMENT

Pl ace pavenent starting at the crown to avoid bonding water at the joint.
Feat her edgi ng of bitum nous concrete is not all owed.

3.3.1 Machi ne Spreadi ng

The range of tenperatures of the m xtures at the tine of spreading shall be
bet ween 121 degrees C and 149 degrees C. Bitum nous concrete having
tenmperatures | ess than m ni num spreadi ng tenperature when dunped into the
spreader will be rejected. Adjust spreader and regul ate speed so that the
surface of the course is snmooth and continuous without tears and pulling,
and of such depth that, when conpacted, the surface conforms with the cross
section, grade, and contour indicated. Unless otherw se directed, begin
the placing along the centerline of areas to be paved on a crowned section
or on the high side of areas with a one-way slope. Place mxture in
consecutive adjacent strips having a minimumw dth of 3 m except where the
edge lanes require strips less than 3 mto conplete the area. Construct

[ ongitudinal joints and edges to true line markings. Establish Iines
parallel to the centerline of the area to be paved, and place string lines
coinciding with the established lines for the spreadi ng machine to foll ow
Provi de the nunber and | ocation of the |ines needed to acconplish proper
grade control. \Wen specified grade and snoot hness requirenents can be net
for initial |ane construction by use of an approved |ong ski-type device of
not less than 9 min length and for subsequent |ane construction by use of
a short ski or shoe, in-place string lines for grade control nmay be
omtted. Place mixture as nearly continuous as possible and adjust the
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speed of placing as needed to permt proper rolling.
3.3.2 Shovel i ng, Raki ng, and Tanpi ng After Machi ne- Spreadi ng

Shovel ers and rakers shall follow the spreadi ng machine. Add or renove hot
m xture and rake the mixture as required to obtain a course that when
conpleted will conformto requirenents specified herein. Broadcasting or
fanning of m xture over areas being conpacted is prohibited. Wen
segregation occurs in the mxture during placing, suspend spreadi ng
operation until the cause is determ ned and corrected. Correct
irregularities in alinenent left by the spreader by trinmming directly
behi nd the machine. Imediately after trimm ng, conpact edges of the
course by tanping laterally with a netal lute or by other approved nethods.
Distortion of the course during tanping is prohibited.

3.3.3 Hand- Spreadi ng in Li eu of Machi ne- Spreadi ng

In areas where the use of machine spreading is inpractical, spread mxture
by hand. The range of tenperatures of the m xtures when dunped onto the
area to be paved shall be between 121 and 149 degrees C. M xtures having
tenmperatures | ess than m ni num spreadi ng tenperature when dunped onto the
area to be paved will be rejected. Spread hot mxture with rakes in a
uniformy | oose | ayer of a thickness that, when compacted, will conformto
the required grade, thickness, and snoot hness. During hand spreading,

pl ace each shovel ful of mxture by turning the shovel over in a manner that
will prevent segregation. Do not place nmixture by throwi ng or broadcasting
froma shovel. Do not dunp | oads any faster than can be properly handl ed
by the shovel ers and rakers.

3.4 COVPACTI ON OF M XTURE

Conpact mixture by rolling. Begin rolling as soon as placenent of mxture
will bear rollers. Delays in rolling freshly spread m xture shall not be
permtted. Start rolling longitudinally at the extreme sides of the |anes
and proceed toward center of pavenent, or toward high side of pavenent with
a one-way slope. Qperate rollers so that each trip overlaps the previous
adj acent strip by at least 300 mm Alternate trips of the roller shall be
of slightly different lengths. Conduct tests for conformty with the
speci fied crown, grade and snmoothness i mediately after initial rolling.
Before continuing rolling, correct variations by renmoving or addi ng
materials as necessary. |If required, subject course to diagonal rolling
with the steel wheeled roller crossing the lines of the previous rolling
while mxture is hot and in a conpactible condition. Speed of the rollers
shal | be sl ow enough to avoid displacenment of hot m xture. Correct
di spl acement of mixture inmediately by use of rakes and fresh nixture, or
renove and replace mxture as directed. Continue rolling until roller
marks are elininated and course has a density of at |east 97 percent but
not nmore than 101 percent of that attained in a |aboratory specimen of the
same mxture prepared in accordance with ASTM D 1559. During rolling,
noi sten wheels of the rollers enough to prevent adhesion of nixture to
wheel s, but excessive water is prohibited. Operation of rollers shall be
by conpetent and experienced operators. Provide sufficient rollers for
each spreadi ng machine in operation on the job and to handl e pl ant out put.
In places not accessible to the rollers, conmpact mxture thoroughly wth
hot hand tampers. Skin patching of an area after conpaction is prohibited.
Renove m xture that becomes mixed with foreign materials or is defective
and replace with fresh m xture conpacted to the density specified herein
Rol I er shall pass over unprotected edge of the course only when |aying of
course is to be discontinued for such length of time as to pernmit mxture
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to becone col d.
3.5 JA NTS

Joints shall present the sane texture and snpot hness as other portions of
t he course, except pernissible density at the joint may be up to 2 percent
| ess than the specified course density. Carefully make joints between old
and new pavenent in a manner to ensure a thorough and continuous bond

bet ween ol d and new sections of the course. Vertical contact surfaces of
previously constructed sections that are coated with dust, sand, or other
obj ectionable material shall be painted with a thin uniform coat of
emul si on or other approved bitum nous material just before placing fresh

m xture.

3.5.1 Transver se

Rol I er shall pass over unprotected end of freshly laid nmixture only when

| ayi ng of course is to be discontinued. Except when an approved bul khead
is used, cut back the edge of previously laid course to expose an even,
vertical surface for the full thickness of the course. Wen required, rake
fresh m xture against joints, thoroughly tanp with hot tanpers, smooth with
hot snoothers, and roll. Transverse joints in adjacent |anes shall be

of fset a minimum of 600 mMm

3.5.2 Longi t udi nal Joints

Do not allow joints to coincide with joints of existing pavenent or
previously placed courses by spacing 150 nm nmi ni mum apart. Wen placi ng
new bitum nuos concrete next to | anes having a cold joint, cut back the
cold joint 75 mmto produce a snmooth, uniform and conpact edge to place
new bi tum nous concrete against. Spreader screed shall overlap previously
pl aced | anes 50 to 75 mm and be of such height to permit conpaction to
produce a smooth dense joint. Wth a lute, push back m xture placed on the
surface of previous lanes to the joint edge. Do not scatter m x. Renove
and waste excess material. Wen edges of longitudinal joints are

i rregul ar, honeyconbed, or poorly conpacted, cut back unsatisfactory
sections of joint and expose an even vertical surface for the ful

t hi ckness of the course. When required, rake fresh m xture against joint,

t horoughly tanmp with hot tanpers, snoboth with hot snpothers, and roll while
hot .

3.6 FI ELD QUALI TY CONTRCL

Sanpling and testing requirenents shall apply for the test strip and
airfield surfacing course.

3.6.1 Sanpl i ng
3.6.1.1 Aggregates At Source

Prior to production and delivery of aggregates, take at least one initia
sampl e in accordance with ASTM D 75 from each stockpile. Collect each
sampl e by taking three incremental sanples at random fromthe source
material to make a conposite sanple of not less than 22 kg. Repeat the
sampl ing when the material source changes or when testing reveals
unaccept abl e deficiencies or variations fromthe specified gradi ng of
materi al s.

3.6.1.2 Col d Feed Aggregate Sanpling
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Take two sanples daily fromthe belt conveying materials fromthe cold feed.

Collect materials in three increments at randomto nake a representative
conposite sanple of not |less than 22 kg. Take sanples in accordance with
ASTM D 75.

3.6.1.3 Coarse and Fi ne Aggregates

Take a 22 kg sanmple fromthe cold feed at |east once daily for sieve

anal yses and specific gravity tests. Additional sanples may be required to
perform nore frequent tests when anal yses show defi ci encies, or
unaccept abl e vari ances or deviations. The method of sanpling is as

speci fied herein for aggregates.

3.6.1. 4 M neral Filler

ASTM D 546. Take sanpl es | arge enough to provide anple material for
testi ng.

3.6.1.5 Pavement and M xture

Take plant sanmples for the determ nation of mix properties and field
sampl es for thickness and density of the conpl eted pavenents. Furnish
tools, |abor and material for sanples, and satisfactory repl acenent of
paverment. Take sanples and tests at not |ess than frequency specified
herei nafter and at the begi nning of plant operations; for each day's work
as a mninum each change in the nmix or equipnment; and as often as
directed. Acconplish sampling in accordance with ASTM D 979.

3.6.2 Testing
3.6.2.1 Aggregates Tests
a. Gadation: ASTM C 136.
b. Mneral Filler Content: ASTM D 546.

c. Abrasion: ASTMC 131 for wear (Los Angeles test). Performone
test initially prior to incorporation into the work and each tine
t he source is changed.

3.6.2.2 Bi tum nous M x Tests

Test one sanple for each 455 netric tons, or fraction thereof, of the
unconpacted m x for extraction in accordance with ASTM D 2172; performa
sieve analysis on each extraction sanple in accordance with ASTM C 136 and
ASTM C 117. Test one sanple for each 455 netric tons or fraction thereof
for stability and flow in accordance with ASTM D 1559. Test one sanple for
each material blend for index of retained strength in accordance with ASTM
D 1075.

3.6.2.3 Pavenment Courses
Performthe followi ng tests:
a. Density: For each 910 netric tons of bitunm nous m xture pl aced,
determ ne the representative | aboratory density by averagi ng the

density of four |aboratory specimens prepared in accordance wth
ASTM D 1559. Sanples for |aboratory speci nens shall be taken from
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trucks delivering mxture to the site; record in a nmanner approved
by the Contracting O ficer the project areas represented by the

| aboratory densities. Fromeach representative area recorded,
determine field density of pavenment by averagi ng densities of 100
nmm di amet er cores obtained from wearing course; take one core for
each 1672 square neters or fraction thereof of course placed.
Deternmi ne density of |aboratory prepared speci nens and cored
sampl es in accordance with ASTM D 1188 or ASTM D 2726, as
appl i cabl e. Separate pavement |ayers by sawi ng or other approved
means. Maxi mum al | owabl e deficiency at any point, excluding
joints, shall not be nmore than 2 percent |ess than the specified
density for any course. The average density of each course,
excluding joints, shall be not |less than the specified density.
Joint densities shall not be nore than 2 percent |ess than

speci fied course densities and are not included when cal cul ating
average course densities. \Wien the deficiency exceeds the
specified tol erances, correct each such representative area or
areas by renoving the deficient pavenment and replacing with new
pavenent .

b. Thickness: Determ ne thickness of the wearing course from sanpl es
taken for the field density test. The maxi mum al | owabl e
deficiency at any point shall not be nore than 6 nmless than the
t hi ckness for the indicated course. Average thickness of course
or of conbi ned courses shall be not |ess than the indicated
t hi ckness. Where a deficiency exceeds the specified tol erances,
correct each such representative area or areas by renmoving the
deficient pavenment and replacing with new pavenent.

c. Smoothness: Straightedge test the conpacted surface of the
wearing course as work progresses. Apply straightedge parallel
with and at right angles to the centerline after final rolling.
Variations in the wearing course shall not vary nore than 3 mmin
3 m Correct each portion of the pavenent showing irregularities
greater than that specified.

d. Finished Grades: Finish grades of each course placed shall not
vary fromthe finish elevations, profiles, and cross sections
i ndi cated by nore than 13 nm Finished surface of the fina
wearing course will be tested by running lines of |evels at
intervals of 8 mlongitudinally and transversely to deternine
el evations of conpleted pavenent. Wthin 45 days after conpletion
of final placenment, performa |evel survey at the specified grid
spacing and plot the results on a plan drawn to the sane scale as
the drawi ngs. Elevations not in conformance with the specified
tol erance shall be noted on the plan in an approved manner. The
survey shall be perforned by a registered | and surveyor. The
Contracting Officer will informthe Contractor in witing of paved
areas that fail to nmeet the final grades indicated within the
specified tol erances. Correct deficient paved areas by renoving
exi sting work and replacing with new materials that neet the
specifications. Skin patching for correcting |ow areas is
pr ohi bi t ed.

e. Finish Surface Texture of Waring Course: Visually check fina
surface texture for uniformty and reasonabl e conpact ness and
tightness. Final wearing course with a surface texture having
undesirable irregularities such as segregation, cavities, pulls or
tears, checking, excessive exposure of coarse aggregates, sand
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streaks, indentations, ripples, or lack of uniformty shall be
renoved and replaced with new material s.

3.7 PROTECTI ON

Do not permt vehicular and aircraft traffic, including heavy equi pnent, on
paverment until surface tenperature has cooled to at | east 50 degrees C.
Measure surface tenperature by approved surface thernoneters or other

sati sfactory methods.

-- End of Section --
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SECTI ON 02744

Bl TUM NOUS TACK COAT
03/ 96

PART 1  GENERAL

1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by the

basi c designation only.

AVERI CAN ASSOCI ATI ON OF STATE H GHWAY AND TRANSPORTATI ON OFFI Cl ALS
( AASHTO)

AASHTO T102 (1983; R 1993) Spot Test of Asphaltic
Material s

AMERI CAN SCCI ETY FOR TESTI NG AND MATERI ALS (ASTM
ASTM D 140 (1993) Sanpling Bitum nous Materials
ASTM D 977 (1991) Enul sified Asphalt
1.2 SUBM TTALS

Submit the following in accordance with Section entitled "Submtta
Procedures.”

1.2.1 SD- 10, Test Reports
a. Certified test reports: For emulsified asphalt G
1.3 DELI VERY AND STORAGE

Inspect the materials delivered to the site for contam nati on and danage.
Unl oad and store the materials with a mni num of handling.

1.4  WEATHER LI M TATI ONS
Apply the tack coat only when the surface is dry. Apply the tack coat only
when the anbient tenperature is 10 degrees C or above and when the
temperature has not been below 1.7 degrees C for 12 hours inmediately prior
to application, unless otherw se directed.

PART 2 PRODUCTS

2.1 MATERI ALS
Bi tum nous material for the tack coat shall be emulsified asphalt.

2.1.1 Emul sifi ed Asphalt
ASTM D 977, Type RS-1. The base asphalt used to manufacture the enul sion

shal | show a negative spot when tested in accordance wi th AASHTO T102 usi ng
st andard napht ha.
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2.2 CONSTRUCTI ON EQUI PMENT

Provi de equi pnent dependabl e and adequate for the purpose intended and
properly maintained in satisfactory and safe operating condition

Cal i brated equi pment such as asphalt distributors, scales, batching

equi prent, spreaders and simlar equipnent, shall have been recalibrated by
a calibration laboratory within 12 nonths prior to comenci ng worKk.

2.2.1 Bi t um nous Di stri butor

The bitum nous distributor shall be designed and equi pped to distribute the
bi tum nous material uniformy at even heat on variable w dths of surface at
readily deternmined and controlled rates fromO0.23 to 9.05 liters per square
meter, with a pressure range of 172.4 to 517.1 kPa and wi th an all owabl e
variation not to exceed 5 percent fromany specified rate. Distributor

equi prent shall include a separate power unit for the bitumen punp,
full-circulation spray bars, tachometer, pressure gages, vol une-neasuring
devi ces, adequate heaters for heating the materials to the proper
application tenperature, a thernoneter for reading the tenperature of the
tank contents, and a hose and spray nozzle attachment suitable for applying
bi tum nous material to spots unavoi dably m ssed by the distributor and to
areas inaccessible to the distributor. The distributor shall be equipped
to circulate and agitate the bitum nous material during the heating process.

2.2.2 Heati ng Equi pnent for Storage Tanks

The equi pnent for heating the bitum nous material shall be steam electric,
or hot oil heaters. Steam heaters shall consist of steamcoils and

equi prent for producing steam so designed that the steam cannot get into
the material. An arnmored thernoneter with a tenperature range from4.4 to
204. 4 degrees C shall be fixed to the tank so that the tenperature of the
bi tum nous material may be determned at all tines.

2.2.3 Broonms and Bl owers

Broonms and bl owers shall be of the power type suitable for cleaning the
surfaces for application of the bitum nous nmateri al

PART 3 EXECUTI ON
3.1 PREPARATI ON OF SURFACE

| mredi ately before applying the tack coat, renmpve |oose material, dirt,
clay, and other objectionable material fromthe surface to be treated by a
power broom or bl ower supplenented with hand broons. After the cleaning
operation and prior to the application of the tack coat, inspect the area
to be paved to determine the fitness of the area to receive the bitum nous
mat eri al

3.2 APPL| CATI ON CF BI TUM NOUS MATERI AL

Apply the tack coat when the surface to be treated is dry. Immediately
followi ng the preparation of the surface for treatnent, apply the

bi tum nous material by neans of the bitum nous distributor, within the
limts of tenperature specified herein and at a rate of not |ess than 0.23
l[iter nor nore than 0.68 liter of diluted emulsion per square neter

Apply the bitum nous material so that uniformdistribution is obtained over
the entire surface to be treated. Treat lightly coated areas and spots

m ssed by the distributor with the bitum nous material. Follow ng the
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application of bitum nous material, allow the surface to cure w thout being
di sturbed for period of time necessary to permt setting of the tack coat.
Apply the bitum nous tack coat only as far in advance of the placing of the
overlying layer as required for that day's operation. Mintain and protect
the treated surface from danage until the succeedi ng course of pavenment is
pl aced.

3.2.1 Application Tenperature for Enulsified Asphalt
Bet ween 23.9 and 54.4 degrees C

3.3 FI ELD SAMPLI NG AND TESTI NG

3.3.1 Sanpl i ng Bitum nous Materials

Furni sh sanpl es of bitum nous materials for testing. Test in accordance
with ASTM D 140.

3.3.2 Bi tum nous Material Tests

Perform spot test for asphalt in accordance with AASHTO T102 on each
shi prment .

3.4  TRAFFI C CONTROLS
Keep traffic off surfaces freshly treated with bitum nous material. Provide
sufficient warning signs and barricades so that traffic will not travel

over freshly treated surfaces.

-- End of Section --

SECTI ON 02744 Page 3



RUNWAY REPAI RS 05999205

SECTI ON 02761

PAVEMENT MARKI NGS
09/ 97

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by the
basi c designation only.

FEDERAL SPECI FI CATI ONS ( FS)

FS TT-B- 1325 (Rev. C) Beads (d ass Spheres)
Retro- Refl ective

FS TT-P-1952 (Rev. D) Paint, Traffic and Airfield
Mar ki ngs, Water Emul sion Base

.2 SUBM TTALS

Submit the following in accordance with Section entitled "Submtta
Procedures.”

2.1 SD- 02, Manufacturer's Catal og Data

a. Reflective nedia for airfields G

b. Paints for airfields G

. 2.2 SD- 13 Certificates

a. Reflective nedia for airfields G

c. Paints for airfields G

.3 DELI VERY AND STORAGE

Deliver paints and paint materials in original sealed containers that

pl ai nly show t he desi gnated name, specification nunber, batch numnber,

col or, date of nmanufacture, manufacturer's directions, and nanme of

manuf acturer. Provide storage facilities at the job site for naintaining

material s at tenperatures recommended by the manufacturer. Make avail able
paint stored at the project site or segregated at the source for sanpling

not less than 30 days prior to date of required approval for use to all ow

sufficient time for testing. Notify the Contracting O ficer when paint is
avai |l abl e for sanpling.

.4 WEATHER LI M TATI ONS

Apply paint to clean, dry surfaces, and unless otherw se approved, only
when air and pavenent tenperatures are above 5 degrees C for oil-based
materials, 10 degrees C for water-based materials, and less than 35
degrees C. Maintain paint tenperature within these same limts.

PART 2 PRODUCTS
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2.1 EQUI PVENT

Machi nes, tools, and equi pnent used in the perfornmance of the work shall be
approved by the Contracting Oficer and maintained in satisfactory
operating condition. Submt construction equipnent |ist approval by the
Contracting O ficer.

2.1.1 Pai nt Appl i cat or

The equi pnent for applying the paint for airfield pavenments will be a

sel f-propell ed or nobil e-drawn pneunmatic sprayi ng machine with an
arrangenent of atom zing nozzl es capable of applying a width of line at any
one time in nultiples of 150 mm, from 150 to 900 mm . Provide paint
applicator with paint reservoirs or tanks of sufficient capacity and

sui tabl e gages to apply paint in accordance with requirenents specified.
Equi p tanks with suitable air-driven nmechani cal agitators. Equi p spray
mechani smwi t h qui ck-action val ves conveniently |ocated, and include
necessary pressure regul ators and gages in full view and reach of the
operator. Install paint strainers in paint supply lines to ensure freedom
fromresidue and foreign matter that may cause mal function of the spray
guns. The paint applicator shall be readily adaptable for attachment of an
air-actuated dispenser for the reflective nmedia approved for use. Provi de
pneurmati c spray guns for hand application of paint in areas where the
nobi | e pai nt applicator cannot be used.

2.1.2 Refl ecti ve Medi a Di spenser
Attach dispenser for applying the reflective nedia to the paint dispenser
and operate automatically and simultaneously with the paint applicator
t hrough the sane control nechanism Use di spenser capabl e of adjustnment
and designed to provide uniformflow of reflective nedia over the ful

width of the stripe at the rate of coverage specified herein at al
operating speeds of the paint applicator to which it is attached.

2.2 MATERI ALS
Provide materials conformng to the requirenments specified herein

2.2.1 Paints for Airfields
FS TT-P-1952, color as indicated.

2.2.2 Refl ective Media for Airfields
FS TT-B- 1325, Type IIl, Gadation A

PART 3 EXECUTI ON

3.1 SURFACE PREPARATI ON
Al l ow new pavenent surfaces to cure for a period of not |ess than 7 days
before application of marking materials, except pavenent constructed within
seven days of the expiration of the airfield closure period shall cure for
a period of not less than three days prior to application of marking
materials. Thoroughly clean surfaces to be nmarked before application of
the paint. Renove dust, dirt, and other granul ar surface deposits by

sweeping, blowing with conpressed air, rinsing with water, or a conbination
of these nethods as required. Renmove residual curing compounds, and ot her
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coatings adhering to the pavenent by water blasting. Scrub affected areas,
where oil or grease is present on old pavenents to be marked, with severa
applications of trisodium phosphate solution or other approved detergent or
degreaser and rinse thoroughly after each application. After cleaning

oi | -soaked areas, seal with shellac or primer recommended by the

manuf acturer to prevent bl eeding through the new paint. Do not conmence
painting in any area until pavenent surfaces are dry and cl ean

3.2  APPL| CATI ON
3.2.1 Rat e of Application
3.2.1.1 Ref |l ecti ve Mar ki ngs

Apply paint evenly to the pavenent area to be coated at a rate of 2.5 plus

or minus 0.10 square neter per liter. Apply glass spheres uniformy to the
wet paint on airfield pavenent at a rate of (1198) plus or mnus (60) kg of
gl ass spheres per cubic neter

3.2.2 Pai nti ng

Apply paint pneumatically with approved equi pnent at rate of coverage
specified herein. Provide guidelines and tenpl ates as necessary to contro
pai nt application. Take special precautions in marking nunbers, letters,
and symbols. Manual ly paint nunbers, letters, and synbols. Sharply
outline all edges of markings. The maximumdrying tinme requirements of the
pai nt specifications will be strictly enforced, to prevent undue softening
of bitunmen, and pickup, displacenment, or discoloration by tires of traffic.
Di scontinue painting operations if there is a deficiency in drying of the
mar ki ngs until cause of the slow drying is determined and corrected.

3.2.3 Ref | ective Medi a

Application of reflective nedia shall immediately follow the application of
paint. Acconplish drop-on application of the glass spheres to ensure even
distribution at the specified rate of coverage. Should there be

mal functi on of either paint applicator or reflective nmedia dispenser

di sconti nue operations until deficiency is corrected.

3.3 FI ELD TESTI NG AND | NSPECTI ON
3.3.1 Sanpl i ng and Testing

As soon as the paint and reflective materials are available for sanpling,
obtain by random sel ection fromthe seal ed containers, two quart sanpl es of
each batch in the presence of the Contracting Oficer. Acconplish adequate
m xing prior to sanpling to ensure a uniform representative sample. A
batch is defined as that quantity of material processed by the manufacturer
at one tine and identified by number on the label. Cearly identify
sanmpl es by desi gnated nane, specification nunber, batch nunber, project
contract number, intended use, and quantity involved. At the discretion of
the Contracting Oficer, additional sanples provided may be tested by the
Governnent for verification.

3.3.2 | nspection
Exami ne material at the job site to determine that it is the materi al

referenced in the report of test results or certificate of conpliance. A
certificate of conpliance shall be acconpanied by test results
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substantiating conformance to the specified requirenents.
3.3.2.1 Surface Preparations and Application Procedures

Surface preparations and application procedures will be exam ned by the
Contracting O ficer to deternine conformance with the requirenents
speci fied. Approve each separate operation prior to initiation of
subsequent operati ons.

3.4 TRAFFI C CONTROL AND PROTECTI ON
Pl ace warni ng signs near the beginning of the work site and well ahead of
the work site for alerting approaching traffic fromboth directions. Place
smal | markers along newly painted lines to control traffic and prevent
damage to newly painted surfaces. Mark painting equi pnent with | arge
war ni ng si gns indicating slow noving painting equi pment in operation

-- End of Section --

SECTI ON 02761 Page 4



RUNWAY REPAI RS 05999205

SECTI ON 02786

FOG SEAL
09/ 98

PART 1 GENERAL

1

1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by the
basi c designation only.

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM
ASTM D 2397 (1994) Cationic Emulsified Asphalt

ASTM D 2995 (1993) Determ ning Application Rate of
Bi tum nous Distributors

DEPARTMENT OF TRANSPORTATI ON ( DOT)

DOT D-6.1 (1989) Uniform Traffic Control Devices for
Streets and H ghways

.2 SUBM TTALS

Submit the following in accordance with Section 01330, "Subnitta
Procedures.”

2.1 SD- 10 Test Reports

a. Emulsified asphalt G

Performall tests in referenced publication no nore than 30 days prior to
subm ttal

. 2.2 SD-17 Sanple Instructions

a. Fog seal G

Submit in accordance with paragraph entitled "Sanple Application," for
approval and selection of one of the trial application rates.

.2.3 SD- 18 Records

a. \Weather inspection reports G

.3 DELI VERY, STORAGE, AND HANDLI NG

Deliver emulsified asphalt to the site in a hombgenous and undamaged
condition. Protect the materials agai nst damage. Replace defective or
damaged materi al s.

.4 TRAFFI C CONTRCL

Keep all traffic off freshly treated surfaces for at |east 2 hours.
Provi de warni ng signs and barricades for proper traffic control, in
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accordance with DOT D 6. 1.
1.5 CONSTRUCTI ON EQUI PMENT

Mai ntai n equi pent in proper condition during the performance of the work.
Cal i brate equi pnent, such as bitum nous distributors, scales, and simlar
equi prent, using an approved calibration [aboratory no nore than 12 nont hs
bef ore comenci ng wor k.

1.5.1 Bi t um nous Di stri butor

The distributor shall be capable of distributing enmulsified asphalt
uniformy at even heat at variable wi dths of surface at controlled rates
fromO0.23 to 9.0 liters per square neter, with pressure range of 172 to 517
kPa and with a capability to vary fromany specified rate not exceeding 5
percent for the job. Provide distributor with an adjustable, both

hori zontally and vertically, spray nozzle bar. Make normal w dth of spray
bar application at least 3.7 m wth provision for |esser or wider width
when necessary. Provide a hose and spray nozzle attachnent for applying
material to patches and areas inaccessible to spray bar. Provide
distributor with positive shutoff control. Provide a power-driven punp.
Equip pump with a tachoneter having a dial registering liters per second
passi ng t hrough nozzles. Equip distributor with a nmeter having a dial
registering neters of travel per second. Make both dials visible to the
distributor driver. Provide distributor with heating attachments, and
circul ate asphaltic emulsion during entire heating process. Equip
distributor with a full circulatory systemthat includes the spray bar
Provide a thernometer and well, not in contact with any heating tubes, for
accurately indicating tenperature of asphaltic enulsion.

1.5.2 Power Brooms and Power Bl owers

Suitable for cleaning the surfaces to which the fog seal coat is to be
appl i ed.

1.5.3 Vacuum Sweeper s

Sel f-propel l ed, vacuum pi ckup sweeper capabl e of renoving | oose sand,
wat er, and debris from pavenment surface

PART 2  PRODUCTS
2.1 EMJLSI FI ED ASPHALT
ASTM D 2397 CRS-2.
2.2 WATER
Water shall be fresh, clean, and potable.
PART 3  EXECUTI ON
3.1 FIELD I NSPECTI ON
3.1.1 Site Preparation |Inspection

| mredi ately before applying fog seal to the pavenment, inspect surface to
assure preparation as specified.
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3.1.2 Equi pnent | nspection

I nspect all equipment prior to application of fog seal. Furnish such
equi prent and materials and performwork to calibrate tank and measuri ng
devices of the distributor. Performinspection and calibration at the
begi nning of the work and at |east once a day during construction.

3.1.3 Application I nspection

I nspect application of fog seal. Inspect for uniformapplication. During
application, take one sanple for each 400 square nmeters of surface area to
recei ve emul sified asphalt. Wigh sanples to determine conformance wth
application rate.

3.1. 4 I nspection Reports

Furnish a witten report citing climatic tenperature during application
emul si on tenperature during application, and rate of enul sion application

3.2 PREPARATI ON OF SURFACE

Clean the surface to receive the fog seal. Renove dirt, clay, vegetation
| oose and flaking paint, or other objectionable material by nmeans of power
broonms, power blower, or other approved equi pment. Wen necessary to
achieve a clean surface, flushing with water will be permtted.

3.3 APPLI| CATI ON
3.3.1 Envi ronnent al Condi ti ons

Apply fog seal only when existing surface is dry and there is no threat of
rain. Apply fog seal when atnpspheric tenperature is above 10 degrees C
and rising or when pavenent tenperature is above 15.6 degrees C, unless
ot herw se directed.

3.3.2 Di stributor Calibration

The bi tum nous distributor shall be calibrated in accordance with ASTM D
2995.

3.3.3 Sanpl e Application

Deternmine the required application rate froma sanple installation. Select
an area of the prepared pavenent at |east 100 neters |long and as w de as
the distributor spray bar. Dilute emulsified asphalt with an equal part of
water. Apply the water diluted asphalt emulsion in at |east three test
sections; each a minimumof 30 m The trial applications shall be nmade at
the rates of 0.63 liters per square nmeter. The trial application rates may
be modified i f approved by the Contracting Officer. Additional trial
applications may be nade if warranted by pavement surface conditions. The
rate whi ch has been satisfactorily applied w thout |eaving an excess of
asphalt residue on the surface and has been approved, shall be used for the
fog seal

3.3.4 Application
Fol | owi ng preparation of the surface, apply the water diluted asphalt

emul sion at the rate determined fromthe trial application. Mintain
application tenperature of enulsified asphalt between 24 degrees and 71
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degrees C. To obtain uniformapplication of the fog seal at the junction
of previous and subsequent applications, spread buil di ng paper on the
surface of the applied material for a sufficient distance back fromthe
ends of each application so that flow fromthe spray bar may be started and
stopped on the paper, and so that all sprayers will operate at full force.

| mredi ately after application, renove and properly di spose of the buil ding
paper. Treat spots unavoidably m ssed with the hand spray equi prent. Base

bi ds on application of 0.63 liters per square nmeter. |If the actual anount
required is nmore or less than 0.63 L/square neter, an adjustnent in the
contract price will be made as provided by the contract.

3.3.5 Protection of Site Facilities
During applications, protect adjacent buildings, structures, vehicles,
manhol e covers, inlet grates, and trees to prevent being spattered or
mar r ed.

-- End of Section --
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SECTI ON 02961

COLD- M LLI NG OF BI TUM NOUS PAVEMENT
03/ 98

PART 1 GENERAL
1.1 REFERENCE

The publication listed below forns a part of this specification to the
extent referenced. The publication is referred to in the text by the basic
designation only.

AVERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM C 136 (1996; Rev. A) Sieve Analysis of Fine and
Coar se Aggregates

1.2 COORDI NATI ON

Work perfornmed under this section shall be coordinated with, and approved
by the Contracting Oficer. A minimmof seven days notice is required
prior to start of milling work to mnimze inpact on activity operations.

PART 2  PRODUCTS
Not used.
PART 3  EXECUTI ON
3.1 SURFACE PREPARATI ON

Cl ean the pavenment surface of excessive dirt, clay or other foreign matter
wi th power brooms and hand broons imrediately prior to the mlling
operation.

3.2 COLD- M LLI NG OPERATI ON

Renove ol d pavenent by cold mlling. Ensure that only bitum nous pavenent
is renoved and the base course is not disturbed. Make sufficient passes so
that the designated area is mlled to the grades and cross sections
indicated. The mlling shall proceed with care so as not to damage the
paverent bel ow the designated grade. Repair or replace damaged manhol es,
val ve boxes, utility lines, or pavement that is torn, cracked, gouged,
rutted, broken or undercut. The mlled material shall be renoved fromthe
paverent and | oaded into trucks.

3.3 FI ELD QUALI TY CONTROL
3.3.1 Grade- Conform ng Tests

Test the finished mlled surface of the pavenent for conformance with the
pl an-grade requirenents and test for acceptance by running lines of |evels
at intervals of 7.5 mlongitudinally and 7.5 mtransversely to determ ne
the el evation of the conpleted pavenent. The finished mll ed-pavenent
surfaces shall vary not nore than 6 mmfromthe established plan grade |line
and elevation and the milled surface shall not be | ess than 50 nm bel ow t he
finished grade indicated. Correct variations fromthe designated gradeline
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and el evation in excess of the plan-grade requirenments, as directed.

Renove and replace deficient | ow areas. Skin patching for correcting | ow
areas is not permtted unless approved by the Contracting O ficer. Correct
| ow areas by renoving sufficient material to allow at |east 50 mm of

bi tum nous concrete surface course material to be placed.

3.4 REMOVAL OF M LLED MATERI AL

Material that is renmoved shall become the property of the contractor and
renoved fromthe station.

-- End of Section --
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equi prent nor personnel shall use any runway for any purpose unless the
runway is closed by order of the Oficer in Charge and marked as specified
above.

1.2.4 Notification

The Contractor shall report to the Oficer in Charge before initiating any
work and shall notify the Oficer in Charge of proposed changes of

| ocations of operations. Additional perm ssion nmust, in each and every

i nstance, be obtained before entering a |landing area with autonotive

equi prent, trunks, trenchers, cranes, or simlar equipnent.

1.2.5 O ficer in Charge

As used herein, the "Oficer in Charge" neans the Station Air Cperation's
O ficer or his designee. Initial contact and continuing rel ationships
between the Officer in Charge and the Contractor will be coordinated by the
Contracting O ficer.

1.2.6 Access to the Construction Site

Access to the construction site shall be only as directed by the
Contracting Officer. The Contractor shall be at all times refrain fromthe
use of any roads, grounds and other facilities which have not been
specifically authorized for his use. Roads and access used by the
contractor during the performance of the work shall be maintained by himin
good condition at all times, and shall be left in a condition satisfactory
to the Contracting O ficer, upon conpletion of the work.

1.2.7 Radi o Cont act

The Contractor shall provide the necessary battery powered portabl e radios,
i ncluding one radio for the tower, and shall have a man, who fluently
speaks English, available for radio contact with the Tower at all tinmes
during work within the | anding area.

1.2.8 Equi prent St or age

Al'l Contractor equi pment not in use, or during non-working hours, shall be
parked in an area designated by the Contracting Oficer. Wen working

bef ore the begi nning of the closure period, the equi pment shall be packed
at the Contractor lay down area. During the closure period the equi pnent
may be parked on the airfield.

1.2.9 Emer gency Renoval of Equi pnent
The Contractor may be directed by the tower or the Contracting Officer to
ei ther lower his equipnent or renmove his equipnent fromthe | anding area,
during an emergency situation

1.2.10 Work Area Conditions
Bef ore the beginning of the closure period, aircraft will fly over runway
in the work area. Extrene care nust be exercised, particularly with | oose
equi prent and small objects, due to high wind conditions created by
aircraft during takeoff and | andi ng operations.

1.2.11 Noi se and Vi bration Protection
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The Contractor is advised that aircraft operations will produce extrenely
hi gh noi se |l evels and will induce vibrations in pavenents, structures, and
equi pment in the vicinity, and may result in high velocity flying debris in
the area. The contractor shall be responsible for providing all necessary
ear protective and other safety devices for his personnel, for insuring
protection of his equipnent, and for scheduling the work to elimnate
hazards to his personnel and equi pnent and to prevent damage to work per
formed by him

1.2.12 Mai nt ai ni ng Pavenments Cl ean

Exi sting airfield paverment, including runways, taxiways, holds areas and
par ki ng aprons, where the Contractor's equi pnent and operations are
permtted, shall be kept clean at all times of all dirt, gravel,

aggregates, and other materials deened by the Contracting Officer to be
detrimental to the existing pavenment or to aircraft. Precautions shall be
taken to elimnate spillage of materials, novenment of materials by w nd and
rain, spray of materials fromdenolition work, and other activities that
will |eave | oose material on pavenents. Loose material shall be picked up
i medi ately, stored securely, and conpletely renpved at the end of each
work shift. Haul routes over airfield pavenents shall be vacuuned and haul
routes over other paved surfaces shall be brooned on a daily basis. Prior
to openi ng, work areas shall be vacuuned at the conpletion of work within a
wor k area.

PART 2  PRODUCTS
Not used.

PART 3  EXECUTI ON
Not used.

-- BEnd of Section --
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